Common Name: LT14 - KLEERSHIELD WINDSHIELD DE-ICER
Manufacturer: GOLD EAGLE
MSDS Revision Date: 3/31/2006
MSDS Format: No Format Specified

Grainger Item Number(s): 2AER3
Manufacturer Model Number(s):

MSDS Table of Contents
Click the desired link below to jump directly to that section in the MSDS.

SECTION 1 - CHEMICAL PRODUCT AND MANUFACTURER IDENTIFICATION
SECTION 2 - COMPOSITION, INFORMATION ON INGREDIENTS
SECTION 3 - HAZARDS IDENTIFICATION
SECTION 4 - FIRST AID MEASURES
SECTION 5 - FIRE FIGHTING MEASURES
SECTION 6 - ACCIDENTAL RELEASE MEASURES
SECTION 7 - HANDLING AND STORAGE
SECTION 8 - EXPOSURE CONTROLS, PERSONAL PROTECTION
SECTION 9 - PHYSICAL AND CHEMICAL PROPERTIES
SECTION 10 - STABILITY AND REACTIVITY
SECTION 11 - TOXICOLOGICAL INFORMATION
SECTION 12 - ECOLOGICAL INFORMATION
SECTION 13 - DISPOSAL CONSIDERATIONS
SECTION 14 - TRANSPORT INFORMATION
SECTION 15 - REGULATORY INFORMATION
SECTION 16 - ADDITIONAL INFORMATION

MATERIAL SAFETY DATA SHEET
LT14 - KLEERSHIELD WINDSHIELD DE-ICER

SECTION 1 - CHEMICAL PRODUCT AND MANUFACTURER IDENTIFICATION

PRODUCT NAME: LT14 - KLEERSHIELD WINDSHIELD DE-ICER

PART NUMBER:

PRODUCT CAS: (NONE)

PRODUCT CODE: LT14

SYNONYMS: LT14 - KLEERSHIELD WINDSHIELD DE-ICER

MANUFACTURER IDENTIFICATION:

NAME: GOLD EAGLE COMPANY

ADDRESS: 4400 S. KILDARE BLVD.
CITY: CHICAGO
STATE: IL
SECTION 2 - COMPOSITION, INFORMATION ON INGREDIENTS

<table>
<thead>
<tr>
<th>CHEMICAL NAME</th>
<th>CAS</th>
<th>MIN</th>
<th>MAX</th>
</tr>
</thead>
<tbody>
<tr>
<td>CARBON DIOXIDE</td>
<td>124-38-9</td>
<td>0</td>
<td>5</td>
</tr>
<tr>
<td>METHANOL</td>
<td>67-56-1</td>
<td>90</td>
<td>97</td>
</tr>
<tr>
<td>PROPYLENE GLYCOL</td>
<td>57-55-6</td>
<td>0</td>
<td>3</td>
</tr>
</tbody>
</table>

MISCELLANEOUS:

<table>
<thead>
<tr>
<th>CHEMICAL NAME</th>
<th>LIMIT VALUES</th>
</tr>
</thead>
<tbody>
<tr>
<td>CARBON DIOXIDE</td>
<td>PEL 5,000 PPM</td>
</tr>
<tr>
<td></td>
<td>PEL 9,000 MG/M3</td>
</tr>
<tr>
<td>METHANOL</td>
<td>PEL 200 PPM</td>
</tr>
<tr>
<td></td>
<td>PEL 2260 MG/M3</td>
</tr>
</tbody>
</table>

SECTION 3 - HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW:

NFPA:
HEALTH: 1
FIRE: 3
REACTIVITY: 0
SPECIFIC HAZARD: NONE

HMIS:
HEALTH: 1
FLAMMABILITY: 3
REACTIVITY: 0
PPE: B

MISCELLANEOUS:
THIS PRODUCT DOES NOT CONTAIN ANY COMPONENTS ABOVE DE MINIMUS CONCENTRATIONS THAT ARE CONSIDERED CARCINOGENIC BY OSHA, IARC OR NTP.

POTENTIAL HEALTH EFFECTS:
TARGET ORGANS/PRIMARY ROUTE(S) OF ENTRY:

EYE: MILD IRRITANT.
SKIN:
PROLONGED OR REPEATED SKIN CONTACT MAY CAUSE DERMATITIS, SCALING AND POSSIBLE SYSTEMIC EFFECTS.

INGESTION: POISON-ORAL HUMAN LOWEST LETHAL DOSE = 6.4 G/KG.

INHALATION:
POISONOUS, NARCOTIC CHEMICAL AFFECTING CENTRAL NERVOUS SYSTEM RESULTING IN: DIZZINESS, NAUSEA, VISUAL IMPAIRMENT, NARCOSIS AND MUSCULAR IMPAIRMENT.

MISCELLANEOUS:

SECTION 4 - FIRST AID MEASURES

EYE:
IF THE PRODUCT CONTACTS THE EYES, IMMEDIATELY WASH THE EYES WITH LARGE QUANTITIES OF ROOM TEMPERATURE WATER FOR AT LEAST 15 MINUTES, OCCASIONALLY LIFTING THE LOWER AND UPPER LIDS. GET MEDICAL ATTENTION IMMEDIATELY. A FOLLOW UP VISIT TO AN OPHTHALMOLOGIST SHOULD BE MADE. CONTACT LENSES SHOULD NOT BE WORN WHEN WORKING WITH THIS CHEMICAL.

SKIN:
IF THE PRODUCT CONTACTS THE SKIN, PROMPTLY WASH THE CONTAMINATED SKIN WITH SOAP AND WATER FOR AT LEAST 15 MINUTES. IF THIS PRODUCT PENETRATES THE CLOTHING, PROMPTLY REMOVE THE CLOTHING AND WASH THE SKIN WITH SOAP AND WATER. SYSTEMIC EFFECTS MAY BE DELAYED 18 TO 72 HOURS, THEREFORE KEEP INDIVIDUAL UNDER OBSERVATION.

INGESTION:
IF THIS PRODUCT IS INGESTED AND THE PERSON IS CONSCIOUS, INDUCE VOMITING, THEN GIVE 2 TEASPOONS OF BAKING SODA IN A GLASS OF WATER. DO NOT INDUCE AN UNCONSCIOUS PERSON TO VOMIT. GET MEDICAL ATTENTION IMMEDIATELY.

INHALATION:
MOVE THE EXPOSED PERSON TO FRESH AIR AT ONCE AND CALL EMERGENCY MEDICAL CARE. IF BREATHING HAS STOPPED, GIVE ARTIFICIAL RESPIRATION. IF BREATHING IS DIFFICULT, GIVE HUMIDIFIED OXYGEN.

NOTES TO PHYSICIAN: NO DATA AVAILABLE.

SECTION 5 - FIRE FIGHTING MEASURES

FLASH POINT: 54 F. (11 C.) TOC

AUTOIGNITION TEMPERATURE: N/A

FLAMMABLE LIMITS:

LOWER LIMIT:
EXPLOSIVE LIMIT (LEL): 6.0
UPPER LIMIT:
EXPLOSIVE LIMIT (UEL): 36.5

EXTINGUISHING MEDIA:
USE HALON REPLACEMENT OR CARBON DIOXIDE EXTINGUISHERS OR ALCOHOL FOAM FOR SMALL FIRES.
WATER SPRAY OR FOG CAN COOL FIRE BUT MAY NOT BE EFFECTIVE IN EXTINGUISHING FIRE.
LARGE FIRES SHOULD BE EXTINGUISHED WITH ALCOHOL FOAM.
USE WATER SPRAY TO COOL CONTAINERS EXPOSED TO FIRE. CONTAINERS MAY EXPLODE IN HEAT OR FIRE.
UNUSUAL FIRE AND EXPLOSION HAZARDS:
DANGEROUS FIRE AND EXPLOSION HAZARD WHEN EXPOSED TO HEAT OR FLAME.
ISOPROPNOL IS EXTREMELY FLAMMABLE AND FORMS EXPLOSIVE MIXTURES WITH AIR.
ISOPROPNOL VAPORS MAY TRAVEL CONSIDERABLE DISTANCE TO A SOURCE OF IGNITION AND FLASH BACK.

SPECIAL FIRE FIGHTING PROCEDURES:
WEAR NIOSH APPROVED SCBA RESPIRATOR IN THE POSITIVE PRESSURE MODE AND CHEMICAL PROTECTIVE CLOTHING.

GENERAL INFORMATION:
FLAMMABLE LIMITS: 6.0 TO 36.5

SECTION 6 - ACCIDENTAL RELEASE MEASURES

SMALL SPILL:
REMOVE SOURCES OF HEAT OR IGNITION, PROVIDE ADEQUATE VENTILATION, CONTAIN LEAK USING ABSORBENT, INERT, NON-COMBUSTIBLE MATERIAL.

LARGE SPILL:
CONTAIN SPILL, TRANSFER TO SECURE CONTAINERS. IN THE EVENT OF AN UNCONTROLLED MATERIAL RELEASE, THE USER SHOULD DETERMINE IF RELEASE IS REPORTABLE UNDER APPLICABLE LAWS AND REGULATIONS.

SECTION 7 - HANDLING AND STORAGE

HANDLING: SEE OTHER SECTIONS OF MSDS.

STORAGE: SEE OTHER SECTIONS OF MSDS.

SECTION 8 - EXPOSURE CONTROLS, PERSONAL PROTECTION

GENERAL HYGIENE CONSIDERATIONS: USE NORMAL HYGIENE PRACTICES.

OTHER PRECAUTIONS:
METHANOL WASTE AND WASTE MATERIAL CONTAMINATED WITH METHANOL WOULD BE REGULATED AS A HAZARDOUS WASTE MATERIAL UNDER THE HAZARDOUS WASTE NUMBER U154.

ENGINEERING CONTROLS:
LOCAL EXHAUST:
PROVIDE LOCAL VENTILATION TO MAINTAIN EXPOSURE LEVELS BELOW RECOMMENDED EXPOSURE LIMITS.

MECHANICAL (GENERAL):
IN CONFINED SPACES, MECHANICAL VENTILATION MAY BE REQUIRED.

SPECIAL VENTILATION: N/A

OTHER VENTILATION: N/A

PERSONAL PROTECTIVE EQUIPMENT:

EYES/FACE:
USE SPLASH PROOF CHEMICAL, SAFETY GOGGLES OR APPROPRIATE FULL-FACE RESPIRATOR. CONTACT LENSES SHOULD NOT BE WORN WHEN WORKING WITH THIS CHEMICAL.

SKIN: USE NATURAL RUBBER OR NEOPRENE GLOVES AS REQUIRED.

RESPIRATORS:
DO NOT USE AIR PURIFYING RESPIRATOR. USE NIOSH APPROVED RESPIRATORApproved supplied or self contained respirator. Respirators must be selected based on the airborne levels found in the workplace and must not exceed the working limits of the respirator.

OTHER PROTECTIVE CLOTHING/EQUIPMENT:
If there is a possibility of exposure of an individual's body to the product, wear body covering work clothes to avoid prolonged or repeated exposure.

SECTION 9 - PHYSICAL AND CHEMICAL PROPERTIES

APPEARANCE/ODOR: WATER WHITE LIQUID, SOLVENT ODOR

pH: N/A

VAPOR PRESSURE (MM HG): 97.0

VAPOR DENSITY(AIR = 1): 1.1

EVAPORATION RATE: N/A

VISCOSITY: N/A

BOILING POINT: 148 F. (65 C.) N/A

FREEZING/MELTING POINT: N/A

DECOMPOSITION TEMPERATURE: N/A

SOLUBILITY IN WATER: SOLUBLE

SPECIFIC GRAVITY: 0.795

MOLECULAR FORMULA: N/A

MOLECULAR WEIGHT: N/A

VOC COATING (MINUS WATER): 0 LBS/GALLON

COATING DENSITY: 0 LBS/GALLON

SOLVENT DENSITY: 0 LBS/GALLON

PERCENT SOLVENT (VOLUME): 0

PERCENT SOLIDS (VOLUME): 0

PERCENT WATER (VOLUME): 0

PERCENT VOLATILE BY WEIGHT: 0

MISCELLANEOUS:

% VOLATILE/VOLUME: 95.0

SPECIFIC GRAVITY (H2O = 1): N/A

PERCENT SOLVENT (VOLUME): N/A

PERCENT SOLIDS (VOLUME): N/A

PERCENT WATER (VOLUME): N/A

PRODUCT IS FLAMMABLE, KEEP AWAY FROM SOURCES OF IGNITION, COMBUSTIBLES, OXIDIZING MATERIAL AND ACID. STORE IN AN AREA EQUIPPED WITH AUTOMATIC
SPRINKLERS OR FIRE EXTINGUISHING SYSTEM. EMPTY CONTAINERS CONTAIN PRODUCT RESIDUES, ASSUME EMPTY CONTAINER TO HAVE THE SAME HAZARDS AS FULL CONTAINERS.

SECTION 10 - STABILITY AND REACTIVITY

CHEMICAL STABILITY:
STABLE: YES

CONDITIONS TO AVOID:
STORE IN A WELL VENTILATED PLACE AWAY FROM SOURCES OF IGNITION, COMBUSTIBLES, OXIDIZING MATERIALS AND ACID.

INCOMPATIBILITIES WITH OTHER MATERIALS:
STRONG OXIDIZING AGENTS, ALUMINUM, ZINC, OR METALS THAT DISPLACE HYDROGEN, RUBBER AND RUBBER BASED COATINGS, CHROMIC ANHYDRIDE, LEAD PERCHLORATE AND PERCHLORIC ACIDS.

HAZARDOUS DECOMPOSITION PRODUCTS:
EXCESSIVE HEATING AND/OR INCOMPLETE COMBUSTION WILL PRODUCE CARBON MONOXIDE.

HAZARDOUS POLYMERIZATION:
HAZARDOUS POLYMERIZATION MAY OCCUR: NO

SECTION 11 - TOXICOLOGICAL INFORMATION

NO DATA AVAILABLE.

SECTION 12 - ECOLOGICAL INFORMATION

NO DATA AVAILABLE.

SECTION 13 - DISPOSAL CONSIDERATIONS

DISPOSE OF PRODUCT IN ACCORDANCE WITH LOCAL, STATE, AND FEDERAL REGULATIONS. BEFORE ATTEMPTING CLEAN UP, REFER TO OTHER SECTIONS OF MSDS FOR HAZARD WARNING INFORMATION.

SECTION 14 - TRANSPORT INFORMATION

TRANSPORTATION INFORMATION:
SHIPPING INFORMATION (CFR 49 AND IMDG):

PROPER SHIPPING NAME: ALCOHOL, ANTIFREEZE

DOT HAZARD CLASS: CONSUMER COMMODITY, ORM-D

DOT UN NUMBER: NONE REQUIRED.

IMDG SHIPPING NAME:
AEROSOL (LT1000CM3) DANGEROUS GOODS IN LIMITED QUANTITIES OF CLASS 2 (UN1950).

LABEL INFORMATION: NO DATA AVAILABLE.
SECTION 15 - REGULATORY INFORMATION

SARA TITLE III:
SECTION 302: NONE
SECTION 304: NONE

SECTION 311:
HAZARD CATEGORIES -
FIRE HAZARD-YES
ACUTE=YES AND
CHRONIC=YES

SECTION 313: METHANOL, CAS# 67-56-1, 95.0%

CERCLA:

SECTION 311(B)(4):
REQUIRES DISCHARGES OF CRUDE OIL AND PETROLEUM PRODUCTS IN ANY KIND OR FORM TO WATERS MUST IMMEDIATELY BE REPORTED TO THE NATIONAL RESPONSE CENTER AT (800) 424-8802.

SECTION 16 - ADDITIONAL INFORMATION

DISCLAIMER:
INFORMATION PRESENTED HEREIN IS BELIEVED TO BE FACTUAL, AS IT HAS BEEN DERIVED FROM THE WORKS AND OPINIONS OF PERSONS BELIEVED TO BE QUALIFIED EXPERTS.
HOWEVER, NOTHING CONTAINED IN THIS INFORMATION IS TO BE TAKEN AS WARRANTY OR REPRESENTATION FOR WHICH THE GOLD EAGLE CO. BEARS LEGAL RESPONSIBILITY. THE USER SHOULD REVIEW ANY RECOMMENDATIONS IN THE SPECIFIC CONTEXT OF THE INTENDED USE TO DETERMINE WHETHER THEY ARE APPROPRIATE.

PREPARED BY: MIKE PROFETTO